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BM.#244 - RR SPIKE IN BASE OF 1’-5’’ PINE,  32’-6’’ LT. OF -Y24- STA. 11+90.1,   ELEV. 35.200
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ASSUMED LIVE LOAD = HS20 OR ALTERNATE LOADING, EXCEPT

THAT THE GIRDERS HAVE BEEN DESIGNED FOR HS25.

THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE

REQUIREMENTS OF THE STANDARD SPECIFICATIONS FOR SEISMIC

DESIGN OF HIGHWAY BRIDGES, FOR SEISMIC PERFORMANCE

CATEGORY A.
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ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.

 

ALL ELEVATIONS ARE IN METERS.

 

ASSUMED LIVE LOAD = MS18 OR ALTERNATE LOADING.

 

THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE 

REQUIREMENTS OF THE AASHTO STANDARD SPECIFICATIONS FOR 

SEISMIC DESIGN OF HIGHWAY BRIDGES FOR SEISMIC PERFORMANCE 

CATEGORY A.
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